
X Serie Diesel- und Treibgas-Gabelstapler
CPCD 15/18/20/25/30/35/38
CPQD 15/18/20/25/30/35



X Series Diesel / Gasoline / LPG Counterbalanced Forklift Trucks

Optional Engine / Transmission

1750

1.5/1.8t

LIFT HEIGHT≤3m 

2.0/2.5t

LIFT HEIGHT≤3m 

3.0~3.8t

LIFT HEIGHT≤3m (kg)

(mm)5007009001100
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HANGCHA GROUP CO.,LTD.
CPCD15-XRW32F

Diesel

Seated

1500

500

405

1475

2720

3720/500

1300/1420

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3205

2285

1090/1485

35×100×920

Class A

1000

226-970

115

145

3640

3840

2035

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

Manufacturer 

Manufacturer's type designation

Drive: electric (battery or mains), diesel, petrol, fuel gas

Operator type: hand, pedestrian, standing, seated, order-picker

Rated capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service Weight

Axle loading, laden front/rear

Axle loading, unladen front/rear

Tyres: solid rubber, superelastic, pneumatic, polyurethane

Tyre size, front

Tyre size, rear

Wheels, number front / rear (x = driven wheels)

Tread, front

Tread, rear

Tilt of mast/fork carriage forward/backward

Height, mast lowered

Free lift

Lift

Height, mast extended

Height of overhead guard (cabin)

Seat height relating to SIP

Coupling height

Overall length

Length to face of forks

Overall width

Fork dimensions

Fork carriage DIN 15 173 --- ISO 2328, class/type A,B

Fork-carriage width

Distance between fork-arms

Ground clearance, laden, below mast

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 x 1200 crossways

Aisle width for pallets 800 x 1200  lengthways

Turning radius

Minimum pivoting  point distance

Travel speed, laden/unladen

Lift speed, laden/unladen

Lowering speed, laden/unladen

Drawbar pull, laden/unladen

Gradeability, laden/unladen

Service brake

Parking brake

Engine manufacturer/type

Engine power

Rated speed

Number of cylinders/displacement

Vehicle electrical system voltage

Battery voltage/nominal capacity

Rated torque 

Transmissions Manufacturer

Transmissions Type

Stage  FWD/RVS

Operating pressure for attachments

Oil volume for attachments

Hydraulic Tank - capacity (drain & refill)

Fuel tank capacity

Sound pressure level at the driver´s seat

1.1

1.2

1.3

1.4

1.5

1.6

1.8

1.9

2.1

2.2

2.3

3.1

3.2

3.3

3.5

3.6

3.7

4.1

4.2

4.3

4.4

4.5

4.7

4.8

4.12

4.19

4.20

4.21

4.22

4.23

4.24

4.25

4.31

4.32

4.34.1

4.34.2

4.35

4.36

5.1

5.2

5.3

5.5

5.7

5.10

7.1

7.2

7.3

7.4

7.9

7.10

10.1

10.2

10.3

10.4

10.7

CPCD18-XRW32F

Diesel

Seated

1750

500

410

1475

2880

4110/520

1290/1590

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3240

2320

1090/1485

35×100×920

Class A

1000

226-970

115

145

3670

3870

2060

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

CPCD20-XRW56F

Diesel

Seated

2000

500

460

1650

3450

4750/700

1600/1850

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3615

2545

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3930

4130

2270

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD25-XRW56F

Diesel

Seated

2500

500

460

1650

3850

5540/810

1560/2290

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3680

2610

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3990

4190

2330

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD30-XRW56F

Diesel

Seated

3000

500

475

1700

4380

6450/930

1700/2680

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2054

165

3000

4140

2150(2230)

1175

350

3770

2700

1225/1725

45×122×1070

Class A

1100

272-1082

130

170

4075

4275

2400

810

17.5/18.6

0.49/0.53

0.45/0.50

20800/14500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD35-XRW56F

Diesel

Seated

3500

500

480

1700

4750

7200/1050

1700/3050

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3850

2780

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4120

4320

2440

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14500

18/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD38-XRW56F

Diesel

Seated

3800

500

480

1700

4950

7650/1100

1650/3300

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3880

2810

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4160

4360

2480

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14000

15/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

Q (kg)

c (mm)

x (mm)

y (mm)

kg

kg

kg

b10 (mm)

b11 (mm)

α/β(°)

h1 (mm)

h2 (mm)

h3 (mm)

h4 (mm)

h6 (mm)

h7 (mm)

h10 (mm)

l1 (mm)

l2 (mm)

b1/b2(mm)

s/e/l (mm)

b3 (mm)

b5 (mm)

m1 (mm)

m2 (mm)

Ast (mm)

Ast (mm)

Wa (mm)

b13 (mm)

km/h

m/s

m/s

N

%

kW

r/min

(-) / (cm  )

V

V/Ah

N·m/r/min

bar

l/min

liter

liter

dB (A)

3

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

Engine

PowershiftTransmission

Engine manufacturer/type

Manufacturer's type designation

Drive

Emission STD

Engine power

Rated torque

Number of cylinders/displacement

CHINA

F(CHINA)

OKAMURA(JAPAN)

Rated capacity/rated load

kW/r/min

N·m/r/min

ml

F

B

Q (kg)

YANMAR/4TNE92

W32

Diesel

StageIIIA

31.2/2450

136/1600

4/2659

✘

✔

✔

1500-1750

XINCHAI/4D27XG30

G71

Diesel

/

35/2500

140/1500-1800

4/2670

✔

✔

✘

1500-1750

XINCHAI/4D27XG30

W91

Diesel

UNECE Stage IIIA

34/2500

140/1600-1800

4/2670

✘

✔

✘

1500-1750

ISUZU/C240NKFC

W10

Diesel

StageIIIA

35.4/2500

139.9/1800

4/2369

✔

✔

✔

1500-3000

YANMAR/4TNV94L-BXPHZ

W56

Diesel

StageIIIA

34.6/2400

191.5-208.5/1500

4/3054

✘

✔

✔

2000-3800

XINCHAI/4D32XG30

G72

Diesel

/

45/2500

200/1500-1800

4/3168

✔

✔

✘

2000-3800

XINCHAI/C490BPG

G2

Diesel

/

45/2650

160/1800-2000

4/2670

✔

✘

✘

2000-3800

XINCHAI/4D32XG30

W92

Diesel

UNECE Stage IIIA

36.8/2500

186/1600-1800

4/3168

✘

✔

✘

2000-3800

CUMMINS/QSF2.8t3NA49

W43

Diesel

StageIIIA

36/2500

186/1500

4/2800

✘

✔

✔

2000-3800

YANMAR/4TNE98 

W33

Diesel

StageIIIA

42.1/2300

188.3/1700

4/3319

✘

✔

✔

2000-3800

MITSUBISHI/S4S-DPEU2

W55

Diesel

StageIIIA

35.3/2250

177/1700

4/3331

✘

✔

✔

2000-3800

ISUZU/GK-4JG2NKFC-01

W73

Diesel

StageIIIA

35.0/2450

170/1700

4/3059

✔

✘

✘

2000-3800

GCT/K25

W22

37.4/2300

176.5/1600

4/2488

✔

✔

✔

2000-3800

GCT/K21

W21

31.2/2250

143.7/1600

4/2064

✔

✔

✔

1500-1750

Gasoline
Gasoline/LPG

Gasoline
Gasoline/LPG

Ast=L6+X+Wa+a a=200mm

X Serie Diesel- und Treibgas-Gabelstapler 

1,5-3,8 T. DIESEL- UND TREIBGAS-GABELSTAPLER X-SERIE 
ECONOMY-BAUREIHE VON HC-HANGCHA
HOCHMODERNE, KOMPLETT NEU KONSTRUIERTE  
GABELSTAPLERBAUREIHE MIT VERBRENNUNGSMOTOR
ERGONOMISCH, ROBUST, LANGLEBIG
UMWELTFREUNDLICH, EINFACH ZU WARTEN

Bedienfreundlichkeit und Komfort standen neben robuster Technik 
im Fokus der Ingenieure. 
Das Resultat, die neue X-Baureihe 1 – 3,8 t mit Diesel- und Treibgas-
antrieb bis 3,5 t.
Deutlich reduzierte Vibrationsbelastung durch vollentkoppeltem An-
triebstrang, komfortabler Kabinenbereich mit hervorragendem Plat-
zangebot, sowie eine moderne Haptik steigern das Wohlbefinden des 
Fahrers und die Produktivität. Sicherheit steht stets im Vordergrund. 
Über den Sitzkontaktschalter wird das OPS-Sicherheitssystem ge-
steuert. Die integrierte Hubgerüst-Endlagendämpfung trägt nicht 
nur nachhaltig zur Verschleißminimierung und Belastungsreduktion 
der Hubgerüstmechanik und angrenzender Baugruppen bei, sondern 
mindert auch die Geräuschbelastung des Fahrers und der Umgebung. 
Die Hubgerüste werden vollautomatisch von Schweißrobotern in 
höchster Qualität hergestellt. Das Ergebnis ist ein hochwertiges Hub-
gerüst mit sehr geringen Toleranzen. In Kombination mit dem nied-
rigen Fahrzeugschwerpunkt ergibt sich eine ideale Standsicherheit 
und hohe Resttragfähigkeiten. Ein voll entkoppelter Antriebsstrang 
in Verbindung mit der neu konstruierten Hinterachse in Stahlguss-
bauweise mit angestellter Achsschenkellagerung tragen maßgeblich 
zu einer deutlichen Verminderungen der Humanschwingungsbelas-
tung des Fahrers und der Verschleißreduktion des Gerätes bei.  
Umfangreiche Optionsausstattungen inkl. Kabinen, auf Wunsch auch 
mit Klimaanlage machen auch die neue Economy-Baureihe für jeden 
Einsatz tauglich.
Ein übersichtliches LCD-Cockpit versorgt den Fahrer mit allen wichti-
gen Informationen rund um den Gerätestatus. Die neukonstruierten 
Klarglasscheinwerfer sorgen für eine optimale Sicht bei Dunkelheit. 
Die neue effiziente LED-Beleuchtungstechnik verringert den Ener-
giebedarf und optimiert die Lichtausbeute.

Komfort Bedienung

Umweltfreundlichkeit
Der neue HC- Dieselmotor mit elektronischer Bosch Common-Rail- 
Einspritzung garantiert für eine saubere Balance zwischen Leistung 
und Umweltfreundlichkeit. Der Kraftstoffverbrauch wurde um 10 % 
reduziert, 

Zuverlässigkeit
Hochwertige Materialauswahl für Chassis, Hubgerüst und Baugrup-
pen sorgen für Langlebigkeit und niedrige Life Cycle kosten. Alle 
Relais und Sicherungen sind in einem zentralen Sicherungskasten 
integriert. 

Brems- und Fahrpedale sind automobilkonform positioniert und er-
möglichen jedem Fahrer ein sicheres Bedienen.

Einfache Wartung
Alle Servicerelevante Baugruppen sind leicht zu erreichen. Die Kon-
trolle von Kühlwasser, Motor- Getriebe- und Hydraulikölständen für 
den Fahrer sehr einfach durchzuführen. Der neu konstruierte Sicher-
heitsluftfilter schützt den Verbrennungsmotor noch effektiver, auch 
bei sehr hoher Staubbelastung.

HC-Dieselmotor mit Hochdruck Bosch Common-Rail-Einspritzung



X Serie Diesel- und Treibgas-Gabelstapler 

X Series Diesel / Gasoline / LPG Counterbalanced Forklift Trucks

Optional Engine / Transmission

1750

1.5/1.8t

LIFT HEIGHT≤3m 

2.0/2.5t

LIFT HEIGHT≤3m 

3.0~3.8t

LIFT HEIGHT≤3m (kg)

(mm)5007009001100

3800

3500
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2000
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HANGCHA GROUP CO.,LTD.
CPCD15-XRW32F

Diesel

Seated

1500

500

405

1475

2720

3720/500

1300/1420

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3205

2285

1090/1485

35×100×920

Class A

1000

226-970

115

145

3640

3840

2035

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

Manufacturer 

Manufacturer's type designation

Drive: electric (battery or mains), diesel, petrol, fuel gas

Operator type: hand, pedestrian, standing, seated, order-picker

Rated capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service Weight

Axle loading, laden front/rear

Axle loading, unladen front/rear

Tyres: solid rubber, superelastic, pneumatic, polyurethane

Tyre size, front

Tyre size, rear

Wheels, number front / rear (x = driven wheels)

Tread, front

Tread, rear

Tilt of mast/fork carriage forward/backward

Height, mast lowered

Free lift

Lift

Height, mast extended

Height of overhead guard (cabin)

Seat height relating to SIP

Coupling height

Overall length

Length to face of forks

Overall width

Fork dimensions

Fork carriage DIN 15 173 --- ISO 2328, class/type A,B

Fork-carriage width

Distance between fork-arms

Ground clearance, laden, below mast

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 x 1200 crossways

Aisle width for pallets 800 x 1200  lengthways

Turning radius

Minimum pivoting  point distance

Travel speed, laden/unladen

Lift speed, laden/unladen

Lowering speed, laden/unladen

Drawbar pull, laden/unladen

Gradeability, laden/unladen

Service brake

Parking brake

Engine manufacturer/type

Engine power

Rated speed

Number of cylinders/displacement

Vehicle electrical system voltage

Battery voltage/nominal capacity

Rated torque 

Transmissions Manufacturer

Transmissions Type

Stage  FWD/RVS

Operating pressure for attachments

Oil volume for attachments

Hydraulic Tank - capacity (drain & refill)

Fuel tank capacity

Sound pressure level at the driver´s seat

1.1

1.2

1.3

1.4

1.5

1.6

1.8

1.9

2.1

2.2

2.3

3.1

3.2

3.3

3.5

3.6

3.7

4.1

4.2

4.3

4.4

4.5

4.7

4.8

4.12

4.19

4.20

4.21

4.22

4.23

4.24

4.25

4.31

4.32

4.34.1

4.34.2

4.35

4.36

5.1

5.2

5.3

5.5

5.7

5.10

7.1

7.2

7.3

7.4

7.9

7.10

10.1

10.2

10.3

10.4

10.7

CPCD18-XRW32F

Diesel

Seated

1750

500

410

1475

2880

4110/520

1290/1590

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3240

2320

1090/1485

35×100×920

Class A

1000

226-970

115

145

3670

3870

2060

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

CPCD20-XRW56F

Diesel

Seated

2000

500

460

1650

3450

4750/700

1600/1850

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3615

2545

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3930

4130

2270

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD25-XRW56F

Diesel

Seated

2500

500

460

1650

3850

5540/810

1560/2290

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3680

2610

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3990

4190

2330

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD30-XRW56F

Diesel

Seated

3000

500

475

1700

4380

6450/930

1700/2680

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2054

165

3000

4140

2150(2230)

1175

350

3770

2700

1225/1725

45×122×1070

Class A

1100

272-1082

130

170

4075

4275

2400

810

17.5/18.6

0.49/0.53

0.45/0.50

20800/14500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD35-XRW56F

Diesel

Seated

3500

500

480

1700

4750

7200/1050

1700/3050

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3850

2780

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4120

4320

2440

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14500

18/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD38-XRW56F

Diesel

Seated

3800

500

480

1700

4950

7650/1100

1650/3300

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3880

2810

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4160

4360

2480

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14000

15/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

Q (kg)

c (mm)

x (mm)

y (mm)

kg

kg

kg

b10 (mm)

b11 (mm)

α/β(°)

h1 (mm)

h2 (mm)

h3 (mm)

h4 (mm)

h6 (mm)

h7 (mm)

h10 (mm)

l1 (mm)

l2 (mm)

b1/b2(mm)

s/e/l (mm)

b3 (mm)

b5 (mm)

m1 (mm)

m2 (mm)

Ast (mm)

Ast (mm)

Wa (mm)

b13 (mm)

km/h

m/s

m/s

N

%

kW

r/min

(-) / (cm  )

V

V/Ah

N·m/r/min

bar

l/min

liter

liter

dB (A)

3

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

Engine

PowershiftTransmission

Engine manufacturer/type

Manufacturer's type designation

Drive

Emission STD

Engine power

Rated torque

Number of cylinders/displacement

CHINA

F(CHINA)

OKAMURA(JAPAN)

Rated capacity/rated load

kW/r/min

N·m/r/min

ml

F

B

Q (kg)

YANMAR/4TNE92

W32

Diesel

StageIIIA

31.2/2450

136/1600

4/2659

✘

✔

✔

1500-1750

XINCHAI/4D27XG30

G71

Diesel

/

35/2500

140/1500-1800

4/2670

✔

✔

✘

1500-1750

XINCHAI/4D27XG30

W91

Diesel

UNECE Stage IIIA

34/2500

140/1600-1800

4/2670

✘

✔

✘

1500-1750

ISUZU/C240NKFC

W10

Diesel

StageIIIA

35.4/2500

139.9/1800

4/2369

✔

✔

✔

1500-3000

YANMAR/4TNV94L-BXPHZ

W56

Diesel

StageIIIA

34.6/2400

191.5-208.5/1500

4/3054

✘

✔

✔

2000-3800

XINCHAI/4D32XG30

G72

Diesel

/

45/2500

200/1500-1800

4/3168

✔

✔

✘

2000-3800

XINCHAI/C490BPG

G2

Diesel

/

45/2650

160/1800-2000

4/2670

✔

✘

✘

2000-3800

XINCHAI/4D32XG30

W92

Diesel

UNECE Stage IIIA

36.8/2500

186/1600-1800

4/3168

✘

✔

✘

2000-3800

CUMMINS/QSF2.8t3NA49

W43

Diesel

StageIIIA

36/2500

186/1500

4/2800

✘

✔

✔

2000-3800

YANMAR/4TNE98 

W33

Diesel

StageIIIA

42.1/2300

188.3/1700

4/3319

✘

✔

✔

2000-3800

MITSUBISHI/S4S-DPEU2

W55

Diesel

StageIIIA

35.3/2250

177/1700

4/3331

✘

✔

✔

2000-3800

ISUZU/GK-4JG2NKFC-01

W73

Diesel

StageIIIA

35.0/2450

170/1700

4/3059

✔

✘

✘

2000-3800

GCT/K25

W22

37.4/2300

176.5/1600

4/2488

✔

✔

✔

2000-3800

GCT/K21

W21

31.2/2250

143.7/1600

4/2064

✔

✔

✔

1500-1750

Gasoline
Gasoline/LPG

Gasoline
Gasoline/LPG

Ast=L6+X+Wa+a a=200mm

1.5/1.8 t

X Series Diesel / Gasoline / LPG Counterbalanced Forklift Trucks

Optional Engine / Transmission

1750

1.5/1.8t

LIFT HEIGHT≤3m 

2.0/2.5t

LIFT HEIGHT≤3m 

3.0~3.8t

LIFT HEIGHT≤3m (kg)

(mm)5007009001100

3800

3500

3000

2500

2000

1500

1000

D
is

ti
ng

ui
sh

in
g

m
ar

k
W

ei
gh

t
Ty

re
s,

 c
ha

ss
is

D
im

en
si

on
s

P
er

fo
rm

an
ce

 d
at

a
Co

m
bu

st
io

n-
en

gi
ne

A
dd

it
io

n
da

ta

HANGCHA GROUP CO.,LTD.
CPCD15-XRW32F

Diesel

Seated

1500

500

405

1475

2720

3720/500

1300/1420

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3205

2285

1090/1485

35×100×920

Class A

1000

226-970

115

145

3640

3840

2035

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

Manufacturer 

Manufacturer's type designation

Drive: electric (battery or mains), diesel, petrol, fuel gas

Operator type: hand, pedestrian, standing, seated, order-picker

Rated capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service Weight

Axle loading, laden front/rear

Axle loading, unladen front/rear

Tyres: solid rubber, superelastic, pneumatic, polyurethane

Tyre size, front

Tyre size, rear

Wheels, number front / rear (x = driven wheels)

Tread, front

Tread, rear

Tilt of mast/fork carriage forward/backward

Height, mast lowered

Free lift

Lift

Height, mast extended

Height of overhead guard (cabin)

Seat height relating to SIP

Coupling height

Overall length

Length to face of forks

Overall width

Fork dimensions

Fork carriage DIN 15 173 --- ISO 2328, class/type A,B

Fork-carriage width

Distance between fork-arms

Ground clearance, laden, below mast

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 x 1200 crossways

Aisle width for pallets 800 x 1200  lengthways

Turning radius

Minimum pivoting  point distance

Travel speed, laden/unladen

Lift speed, laden/unladen

Lowering speed, laden/unladen

Drawbar pull, laden/unladen

Gradeability, laden/unladen

Service brake

Parking brake

Engine manufacturer/type

Engine power

Rated speed

Number of cylinders/displacement

Vehicle electrical system voltage

Battery voltage/nominal capacity

Rated torque 

Transmissions Manufacturer

Transmissions Type

Stage  FWD/RVS

Operating pressure for attachments

Oil volume for attachments

Hydraulic Tank - capacity (drain & refill)

Fuel tank capacity

Sound pressure level at the driver´s seat

1.1

1.2

1.3

1.4

1.5

1.6

1.8

1.9

2.1

2.2

2.3

3.1

3.2

3.3

3.5

3.6

3.7

4.1

4.2

4.3

4.4

4.5

4.7

4.8

4.12

4.19

4.20

4.21

4.22

4.23

4.24

4.25

4.31

4.32

4.34.1

4.34.2

4.35

4.36

5.1

5.2

5.3

5.5

5.7

5.10

7.1

7.2

7.3

7.4

7.9

7.10

10.1

10.2

10.3

10.4

10.7

CPCD18-XRW32F

Diesel

Seated

1750

500

410

1475

2880

4110/520

1290/1590

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3240

2320

1090/1485

35×100×920

Class A

1000

226-970

115

145

3670

3870

2060

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

CPCD20-XRW56F

Diesel

Seated

2000

500

460

1650

3450

4750/700

1600/1850

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3615

2545

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3930

4130

2270

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD25-XRW56F

Diesel

Seated

2500

500

460

1650

3850

5540/810

1560/2290

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3680

2610

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3990

4190

2330

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD30-XRW56F

Diesel

Seated

3000

500

475

1700

4380

6450/930

1700/2680

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2054

165

3000

4140

2150(2230)

1175

350

3770

2700

1225/1725

45×122×1070

Class A

1100

272-1082

130

170

4075

4275

2400

810

17.5/18.6

0.49/0.53

0.45/0.50

20800/14500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD35-XRW56F

Diesel

Seated

3500

500

480

1700

4750

7200/1050

1700/3050

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3850

2780

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4120

4320

2440

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14500

18/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD38-XRW56F

Diesel

Seated

3800

500

480

1700

4950

7650/1100

1650/3300

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3880

2810

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4160

4360

2480

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14000

15/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

Q (kg)

c (mm)

x (mm)

y (mm)

kg

kg

kg

b10 (mm)

b11 (mm)

α/β(°)

h1 (mm)

h2 (mm)

h3 (mm)

h4 (mm)

h6 (mm)

h7 (mm)

h10 (mm)

l1 (mm)

l2 (mm)

b1/b2(mm)

s/e/l (mm)

b3 (mm)

b5 (mm)

m1 (mm)

m2 (mm)

Ast (mm)

Ast (mm)

Wa (mm)

b13 (mm)

km/h

m/s

m/s

N

%

kW

r/min

(-) / (cm  )

V

V/Ah

N·m/r/min

bar

l/min

liter

liter

dB (A)

3

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

Engine

PowershiftTransmission

Engine manufacturer/type

Manufacturer's type designation

Drive

Emission STD

Engine power

Rated torque

Number of cylinders/displacement

CHINA

F(CHINA)

OKAMURA(JAPAN)

Rated capacity/rated load

kW/r/min

N·m/r/min

ml

F

B

Q (kg)

YANMAR/4TNE92

W32

Diesel

StageIIIA

31.2/2450

136/1600

4/2659

✘

✔

✔

1500-1750

XINCHAI/4D27XG30

G71

Diesel

/

35/2500

140/1500-1800

4/2670

✔

✔

✘

1500-1750

XINCHAI/4D27XG30

W91

Diesel

UNECE Stage IIIA

34/2500

140/1600-1800

4/2670

✘

✔

✘

1500-1750

ISUZU/C240NKFC

W10

Diesel

StageIIIA

35.4/2500

139.9/1800

4/2369

✔

✔

✔

1500-3000

YANMAR/4TNV94L-BXPHZ

W56

Diesel

StageIIIA

34.6/2400

191.5-208.5/1500

4/3054

✘

✔

✔

2000-3800

XINCHAI/4D32XG30

G72

Diesel

/

45/2500

200/1500-1800

4/3168

✔

✔

✘

2000-3800

XINCHAI/C490BPG

G2

Diesel

/

45/2650

160/1800-2000

4/2670

✔

✘

✘

2000-3800

XINCHAI/4D32XG30

W92

Diesel

UNECE Stage IIIA

36.8/2500

186/1600-1800

4/3168

✘

✔

✘

2000-3800

CUMMINS/QSF2.8t3NA49

W43

Diesel

StageIIIA

36/2500

186/1500

4/2800

✘

✔

✔

2000-3800

YANMAR/4TNE98 

W33

Diesel

StageIIIA

42.1/2300

188.3/1700

4/3319

✘

✔

✔

2000-3800

MITSUBISHI/S4S-DPEU2

W55

Diesel

StageIIIA

35.3/2250

177/1700

4/3331

✘

✔

✔

2000-3800

ISUZU/GK-4JG2NKFC-01

W73

Diesel

StageIIIA

35.0/2450

170/1700

4/3059

✔

✘

✘

2000-3800

GCT/K25

W22

37.4/2300

176.5/1600

4/2488

✔

✔

✔

2000-3800

GCT/K21

W21

31.2/2250

143.7/1600

4/2064

✔

✔

✔

1500-1750

Gasoline
Gasoline/LPG

Gasoline
Gasoline/LPG

Ast=L6+X+Wa+a a=200mm

2.0/2.5 t

X Series Diesel / Gasoline / LPG Counterbalanced Forklift Trucks

Optional Engine / Transmission

1750

1.5/1.8t

LIFT HEIGHT≤3m 

2.0/2.5t

LIFT HEIGHT≤3m 

3.0~3.8t

LIFT HEIGHT≤3m (kg)

(mm)5007009001100

3800

3500

3000

2500

2000

1500

1000
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HANGCHA GROUP CO.,LTD.
CPCD15-XRW32F

Diesel

Seated

1500

500

405

1475

2720

3720/500

1300/1420

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3205

2285

1090/1485

35×100×920

Class A

1000

226-970

115

145

3640

3840

2035

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

Manufacturer 

Manufacturer's type designation

Drive: electric (battery or mains), diesel, petrol, fuel gas

Operator type: hand, pedestrian, standing, seated, order-picker

Rated capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service Weight

Axle loading, laden front/rear

Axle loading, unladen front/rear

Tyres: solid rubber, superelastic, pneumatic, polyurethane

Tyre size, front

Tyre size, rear

Wheels, number front / rear (x = driven wheels)

Tread, front

Tread, rear

Tilt of mast/fork carriage forward/backward

Height, mast lowered

Free lift

Lift

Height, mast extended

Height of overhead guard (cabin)

Seat height relating to SIP

Coupling height

Overall length

Length to face of forks

Overall width

Fork dimensions

Fork carriage DIN 15 173 --- ISO 2328, class/type A,B

Fork-carriage width

Distance between fork-arms

Ground clearance, laden, below mast

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 x 1200 crossways

Aisle width for pallets 800 x 1200  lengthways

Turning radius

Minimum pivoting  point distance

Travel speed, laden/unladen

Lift speed, laden/unladen

Lowering speed, laden/unladen

Drawbar pull, laden/unladen

Gradeability, laden/unladen

Service brake

Parking brake

Engine manufacturer/type

Engine power

Rated speed

Number of cylinders/displacement

Vehicle electrical system voltage

Battery voltage/nominal capacity

Rated torque 

Transmissions Manufacturer

Transmissions Type

Stage  FWD/RVS

Operating pressure for attachments

Oil volume for attachments

Hydraulic Tank - capacity (drain & refill)

Fuel tank capacity

Sound pressure level at the driver´s seat

1.1

1.2

1.3

1.4

1.5

1.6

1.8

1.9

2.1

2.2

2.3

3.1

3.2

3.3

3.5

3.6

3.7

4.1

4.2

4.3

4.4

4.5

4.7

4.8

4.12

4.19

4.20

4.21

4.22

4.23

4.24

4.25

4.31

4.32

4.34.1

4.34.2

4.35

4.36

5.1

5.2

5.3

5.5

5.7

5.10

7.1

7.2

7.3

7.4

7.9

7.10

10.1

10.2

10.3

10.4

10.7

CPCD18-XRW32F

Diesel

Seated

1750

500

410

1475

2880

4110/520

1290/1590

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3240

2320

1090/1485

35×100×920

Class A

1000

226-970

115

145

3670

3870

2060

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

CPCD20-XRW56F

Diesel

Seated

2000

500

460

1650

3450

4750/700

1600/1850

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3615

2545

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3930

4130

2270

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD25-XRW56F

Diesel

Seated

2500

500

460

1650

3850

5540/810

1560/2290

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3680

2610

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3990

4190

2330

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD30-XRW56F

Diesel

Seated

3000

500

475

1700

4380

6450/930

1700/2680

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2054

165

3000

4140

2150(2230)

1175

350

3770

2700

1225/1725

45×122×1070

Class A

1100

272-1082

130

170

4075

4275

2400

810

17.5/18.6

0.49/0.53

0.45/0.50

20800/14500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD35-XRW56F

Diesel

Seated

3500

500

480

1700

4750

7200/1050

1700/3050

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3850

2780

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4120

4320

2440

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14500

18/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD38-XRW56F

Diesel

Seated

3800

500

480

1700

4950

7650/1100

1650/3300

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3880

2810

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4160

4360

2480

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14000

15/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

Q (kg)

c (mm)

x (mm)

y (mm)

kg

kg

kg

b10 (mm)

b11 (mm)

α/β(°)

h1 (mm)

h2 (mm)

h3 (mm)

h4 (mm)

h6 (mm)

h7 (mm)

h10 (mm)

l1 (mm)

l2 (mm)

b1/b2(mm)

s/e/l (mm)

b3 (mm)

b5 (mm)

m1 (mm)

m2 (mm)

Ast (mm)

Ast (mm)

Wa (mm)

b13 (mm)

km/h

m/s

m/s

N

%

kW

r/min

(-) / (cm  )

V

V/Ah

N·m/r/min

bar

l/min

liter

liter

dB (A)

3

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

Engine

PowershiftTransmission

Engine manufacturer/type

Manufacturer's type designation

Drive

Emission STD

Engine power

Rated torque

Number of cylinders/displacement

CHINA

F(CHINA)

OKAMURA(JAPAN)

Rated capacity/rated load

kW/r/min

N·m/r/min

ml

F

B

Q (kg)

YANMAR/4TNE92

W32

Diesel

StageIIIA

31.2/2450

136/1600

4/2659

✘

✔

✔

1500-1750

XINCHAI/4D27XG30

G71

Diesel

/

35/2500

140/1500-1800

4/2670

✔

✔

✘

1500-1750

XINCHAI/4D27XG30

W91

Diesel

UNECE Stage IIIA

34/2500

140/1600-1800

4/2670

✘

✔

✘

1500-1750

ISUZU/C240NKFC

W10

Diesel

StageIIIA

35.4/2500

139.9/1800

4/2369

✔

✔

✔

1500-3000

YANMAR/4TNV94L-BXPHZ

W56

Diesel

StageIIIA

34.6/2400

191.5-208.5/1500

4/3054

✘

✔

✔

2000-3800

XINCHAI/4D32XG30

G72

Diesel

/

45/2500

200/1500-1800

4/3168

✔

✔

✘

2000-3800

XINCHAI/C490BPG

G2

Diesel

/

45/2650

160/1800-2000

4/2670

✔

✘

✘

2000-3800

XINCHAI/4D32XG30

W92

Diesel

UNECE Stage IIIA

36.8/2500

186/1600-1800

4/3168

✘

✔

✘

2000-3800

CUMMINS/QSF2.8t3NA49

W43

Diesel

StageIIIA

36/2500

186/1500

4/2800

✘

✔

✔

2000-3800

YANMAR/4TNE98 

W33

Diesel

StageIIIA

42.1/2300

188.3/1700

4/3319

✘

✔

✔

2000-3800

MITSUBISHI/S4S-DPEU2

W55

Diesel

StageIIIA

35.3/2250

177/1700

4/3331

✘

✔

✔

2000-3800

ISUZU/GK-4JG2NKFC-01

W73

Diesel

StageIIIA

35.0/2450

170/1700

4/3059

✔

✘

✘

2000-3800

GCT/K25

W22

37.4/2300

176.5/1600

4/2488

✔

✔

✔

2000-3800

GCT/K21

W21

31.2/2250

143.7/1600

4/2064

✔

✔

✔

1500-1750

Gasoline
Gasoline/LPG

Gasoline
Gasoline/LPG

Ast=L6+X+Wa+a a=200mm

3.0 ̃  2.5 t

SEIT MEHR ALS 40 JAHREN 
KONSTRUIERT UND FERTIGT DIE HANGCHA GROUP CO., LTD 
ALS EINER DER GRÖSSTEN HERSTELLER AUF DEM WELTMARKT 
BEDIENERFREUNDLICHE FLURFÖRDERZEUGE FÜR ALLE  
ANWENDUNGEN.

Mit der Gründung des Ersatzteil- und Technikzentrums Hangcha  
Europe in Deutschland 2015 geht Hangcha konsequent den Weg 
weiter, die Aftersales-Qualität dem deutschen Standard anzupassen 
und eine hohe Verfügbarkeit der Geräte jederzeit zu gewährleisten.
Durch intensive Schulungen unseres Servicepersonals stellen wir die 
Betreuung unserer Geräte auf hohem Niveau sicher.



X Series Diesel / Gasoline / LPG Counterbalanced Forklift Trucks

Optional Engine / Transmission

1750

1.5/1.8t

LIFT HEIGHT≤3m 

2.0/2.5t

LIFT HEIGHT≤3m 

3.0~3.8t

LIFT HEIGHT≤3m (kg)

(mm)5007009001100

3800

3500

3000

2500

2000

1500

1000

D
is

ti
ng

ui
sh

in
g

m
ar

k
W

ei
gh

t
Ty

re
s,

 c
ha

ss
is

D
im

en
si

on
s

P
er

fo
rm

an
ce

 d
at

a
Co

m
bu

st
io

n-
en

gi
ne

A
dd

it
io

n
da

ta

HANGCHA GROUP CO.,LTD.
CPCD15-XRW32F

Diesel

Seated

1500

500

405

1475

2720

3720/500

1300/1420

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3205

2285

1090/1485

35×100×920

Class A

1000

226-970

115

145

3640

3840

2035

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

Manufacturer 

Manufacturer's type designation

Drive: electric (battery or mains), diesel, petrol, fuel gas

Operator type: hand, pedestrian, standing, seated, order-picker

Rated capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service Weight

Axle loading, laden front/rear

Axle loading, unladen front/rear

Tyres: solid rubber, superelastic, pneumatic, polyurethane

Tyre size, front

Tyre size, rear

Wheels, number front / rear (x = driven wheels)

Tread, front

Tread, rear

Tilt of mast/fork carriage forward/backward

Height, mast lowered

Free lift

Lift

Height, mast extended

Height of overhead guard (cabin)

Seat height relating to SIP

Coupling height

Overall length

Length to face of forks

Overall width

Fork dimensions

Fork carriage DIN 15 173 --- ISO 2328, class/type A,B

Fork-carriage width

Distance between fork-arms

Ground clearance, laden, below mast

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 x 1200 crossways

Aisle width for pallets 800 x 1200  lengthways

Turning radius

Minimum pivoting  point distance

Travel speed, laden/unladen

Lift speed, laden/unladen

Lowering speed, laden/unladen

Drawbar pull, laden/unladen

Gradeability, laden/unladen

Service brake

Parking brake

Engine manufacturer/type

Engine power

Rated speed

Number of cylinders/displacement

Vehicle electrical system voltage

Battery voltage/nominal capacity

Rated torque 

Transmissions Manufacturer

Transmissions Type

Stage  FWD/RVS

Operating pressure for attachments

Oil volume for attachments

Hydraulic Tank - capacity (drain & refill)

Fuel tank capacity

Sound pressure level at the driver´s seat

1.1

1.2

1.3

1.4

1.5

1.6

1.8

1.9

2.1

2.2

2.3

3.1

3.2

3.3

3.5

3.6

3.7

4.1

4.2

4.3

4.4

4.5

4.7

4.8

4.12

4.19

4.20

4.21

4.22

4.23

4.24

4.25

4.31

4.32

4.34.1

4.34.2

4.35

4.36

5.1

5.2

5.3

5.5

5.7

5.10

7.1

7.2

7.3

7.4

7.9

7.10

10.1

10.2

10.3

10.4

10.7

CPCD18-XRW32F

Diesel

Seated

1750

500

410

1475

2880

4110/520

1290/1590

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3240

2320

1090/1485

35×100×920

Class A

1000

226-970

115

145

3670

3870

2060

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

CPCD20-XRW56F

Diesel

Seated

2000

500

460

1650

3450

4750/700

1600/1850

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3615

2545

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3930

4130

2270

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD25-XRW56F

Diesel

Seated

2500

500

460

1650

3850

5540/810

1560/2290

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3680

2610

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3990

4190

2330

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD30-XRW56F

Diesel

Seated

3000

500

475

1700

4380

6450/930

1700/2680

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2054

165

3000

4140

2150(2230)

1175

350

3770

2700

1225/1725

45×122×1070

Class A

1100

272-1082

130

170

4075

4275

2400

810

17.5/18.6

0.49/0.53

0.45/0.50

20800/14500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD35-XRW56F

Diesel

Seated

3500

500

480

1700

4750

7200/1050

1700/3050

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3850

2780

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4120

4320

2440

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14500

18/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD38-XRW56F

Diesel

Seated

3800

500

480

1700

4950

7650/1100

1650/3300

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3880

2810

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4160

4360

2480

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14000

15/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

Q (kg)

c (mm)

x (mm)

y (mm)

kg

kg

kg

b10 (mm)

b11 (mm)

α/β(°)

h1 (mm)

h2 (mm)

h3 (mm)

h4 (mm)

h6 (mm)

h7 (mm)

h10 (mm)

l1 (mm)

l2 (mm)

b1/b2(mm)

s/e/l (mm)

b3 (mm)

b5 (mm)

m1 (mm)

m2 (mm)

Ast (mm)

Ast (mm)

Wa (mm)

b13 (mm)

km/h

m/s

m/s

N

%

kW

r/min

(-) / (cm  )

V

V/Ah

N·m/r/min

bar

l/min

liter

liter

dB (A)

3

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

Engine

PowershiftTransmission

Engine manufacturer/type

Manufacturer's type designation

Drive

Emission STD

Engine power

Rated torque

Number of cylinders/displacement

CHINA

F(CHINA)

OKAMURA(JAPAN)

Rated capacity/rated load

kW/r/min

N·m/r/min

ml

F

B

Q (kg)

YANMAR/4TNE92

W32

Diesel

StageIIIA

31.2/2450

136/1600

4/2659

✘

✔

✔

1500-1750

XINCHAI/4D27XG30

G71

Diesel

/

35/2500

140/1500-1800

4/2670

✔

✔

✘

1500-1750

XINCHAI/4D27XG30

W91

Diesel

UNECE Stage IIIA

34/2500

140/1600-1800

4/2670

✘

✔

✘

1500-1750

ISUZU/C240NKFC

W10

Diesel

StageIIIA

35.4/2500

139.9/1800

4/2369

✔

✔

✔

1500-3000

YANMAR/4TNV94L-BXPHZ

W56

Diesel

StageIIIA

34.6/2400

191.5-208.5/1500

4/3054

✘

✔

✔

2000-3800

XINCHAI/4D32XG30

G72

Diesel

/

45/2500

200/1500-1800

4/3168

✔

✔

✘

2000-3800

XINCHAI/C490BPG

G2

Diesel

/

45/2650

160/1800-2000

4/2670

✔

✘

✘

2000-3800

XINCHAI/4D32XG30

W92

Diesel

UNECE Stage IIIA

36.8/2500

186/1600-1800

4/3168

✘

✔

✘

2000-3800

CUMMINS/QSF2.8t3NA49

W43

Diesel

StageIIIA

36/2500

186/1500

4/2800

✘

✔

✔

2000-3800

YANMAR/4TNE98 

W33

Diesel

StageIIIA

42.1/2300

188.3/1700

4/3319

✘

✔

✔

2000-3800

MITSUBISHI/S4S-DPEU2

W55

Diesel

StageIIIA

35.3/2250

177/1700

4/3331

✘

✔

✔

2000-3800

ISUZU/GK-4JG2NKFC-01

W73

Diesel

StageIIIA

35.0/2450

170/1700

4/3059

✔

✘

✘

2000-3800

GCT/K25

W22

37.4/2300

176.5/1600

4/2488

✔

✔

✔

2000-3800

GCT/K21

W21

31.2/2250

143.7/1600

4/2064

✔

✔

✔

1500-1750

Gasoline
Gasoline/LPG

Gasoline
Gasoline/LPG

Ast=L6+X+Wa+a a=200mm

X Series Diesel / Gasoline / LPG Counterbalanced Forklift Trucks

Optional Engine / Transmission

1750

1.5/1.8t

LIFT HEIGHT≤3m 

2.0/2.5t

LIFT HEIGHT≤3m 

3.0~3.8t

LIFT HEIGHT≤3m (kg)

(mm)5007009001100

3800

3500

3000

2500

2000

1500

1000
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HANGCHA GROUP CO.,LTD.
CPCD15-XRW32F

Diesel

Seated

1500

500

405

1475

2720

3720/500

1300/1420

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3205

2285

1090/1485

35×100×920

Class A

1000

226-970

115

145

3640

3840

2035

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

Manufacturer 

Manufacturer's type designation

Drive: electric (battery or mains), diesel, petrol, fuel gas

Operator type: hand, pedestrian, standing, seated, order-picker

Rated capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service Weight

Axle loading, laden front/rear

Axle loading, unladen front/rear

Tyres: solid rubber, superelastic, pneumatic, polyurethane

Tyre size, front

Tyre size, rear

Wheels, number front / rear (x = driven wheels)

Tread, front

Tread, rear

Tilt of mast/fork carriage forward/backward

Height, mast lowered

Free lift

Lift

Height, mast extended

Height of overhead guard (cabin)

Seat height relating to SIP

Coupling height

Overall length

Length to face of forks

Overall width

Fork dimensions

Fork carriage DIN 15 173 --- ISO 2328, class/type A,B

Fork-carriage width

Distance between fork-arms

Ground clearance, laden, below mast

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 x 1200 crossways

Aisle width for pallets 800 x 1200  lengthways

Turning radius

Minimum pivoting  point distance

Travel speed, laden/unladen

Lift speed, laden/unladen

Lowering speed, laden/unladen

Drawbar pull, laden/unladen

Gradeability, laden/unladen

Service brake

Parking brake

Engine manufacturer/type

Engine power

Rated speed

Number of cylinders/displacement

Vehicle electrical system voltage

Battery voltage/nominal capacity

Rated torque 

Transmissions Manufacturer

Transmissions Type

Stage  FWD/RVS

Operating pressure for attachments

Oil volume for attachments

Hydraulic Tank - capacity (drain & refill)

Fuel tank capacity

Sound pressure level at the driver´s seat

1.1

1.2

1.3

1.4

1.5

1.6

1.8

1.9

2.1

2.2

2.3

3.1

3.2

3.3

3.5

3.6

3.7

4.1

4.2

4.3

4.4

4.5

4.7

4.8

4.12

4.19

4.20

4.21

4.22

4.23

4.24

4.25

4.31

4.32

4.34.1

4.34.2

4.35

4.36

5.1

5.2

5.3

5.5

5.7

5.10

7.1

7.2

7.3

7.4

7.9

7.10

10.1

10.2

10.3

10.4

10.7

CPCD18-XRW32F

Diesel

Seated

1750

500

410

1475

2880

4110/520

1290/1590

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3240

2320

1090/1485

35×100×920

Class A

1000

226-970

115

145

3670

3870

2060

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

CPCD20-XRW56F

Diesel

Seated

2000

500

460

1650

3450

4750/700

1600/1850

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3615

2545

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3930

4130

2270

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD25-XRW56F

Diesel

Seated

2500

500

460

1650

3850

5540/810

1560/2290

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3680

2610

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3990

4190

2330

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD30-XRW56F

Diesel

Seated

3000

500

475

1700

4380

6450/930

1700/2680

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2054

165

3000

4140

2150(2230)

1175

350

3770

2700

1225/1725

45×122×1070

Class A

1100

272-1082

130

170

4075

4275

2400

810

17.5/18.6

0.49/0.53

0.45/0.50

20800/14500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD35-XRW56F

Diesel

Seated

3500

500

480

1700

4750

7200/1050

1700/3050

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3850

2780

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4120

4320

2440

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14500

18/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD38-XRW56F

Diesel

Seated

3800

500

480

1700

4950

7650/1100

1650/3300

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3880

2810

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4160

4360

2480

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14000

15/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

Q (kg)

c (mm)

x (mm)

y (mm)

kg

kg

kg

b10 (mm)

b11 (mm)

α/β(°)

h1 (mm)

h2 (mm)

h3 (mm)

h4 (mm)

h6 (mm)

h7 (mm)

h10 (mm)

l1 (mm)

l2 (mm)

b1/b2(mm)

s/e/l (mm)

b3 (mm)

b5 (mm)

m1 (mm)

m2 (mm)

Ast (mm)

Ast (mm)

Wa (mm)

b13 (mm)

km/h

m/s

m/s

N

%

kW

r/min

(-) / (cm  )

V

V/Ah

N·m/r/min

bar

l/min

liter

liter

dB (A)

3

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

Engine

PowershiftTransmission

Engine manufacturer/type

Manufacturer's type designation

Drive

Emission STD

Engine power

Rated torque

Number of cylinders/displacement

CHINA

F(CHINA)

OKAMURA(JAPAN)

Rated capacity/rated load

kW/r/min

N·m/r/min

ml

F

B

Q (kg)

YANMAR/4TNE92

W32

Diesel

StageIIIA

31.2/2450

136/1600

4/2659

✘

✔

✔

1500-1750

XINCHAI/4D27XG30

G71

Diesel

/

35/2500

140/1500-1800

4/2670

✔

✔

✘

1500-1750

XINCHAI/4D27XG30

W91

Diesel

UNECE Stage IIIA

34/2500

140/1600-1800

4/2670

✘

✔

✘

1500-1750

ISUZU/C240NKFC

W10

Diesel

StageIIIA

35.4/2500

139.9/1800

4/2369

✔

✔

✔

1500-3000

YANMAR/4TNV94L-BXPHZ

W56

Diesel

StageIIIA

34.6/2400

191.5-208.5/1500

4/3054

✘

✔

✔

2000-3800

XINCHAI/4D32XG30

G72

Diesel

/

45/2500

200/1500-1800

4/3168

✔

✔

✘

2000-3800

XINCHAI/C490BPG

G2

Diesel

/

45/2650

160/1800-2000

4/2670

✔

✘

✘

2000-3800

XINCHAI/4D32XG30

W92

Diesel

UNECE Stage IIIA

36.8/2500

186/1600-1800

4/3168

✘

✔

✘

2000-3800

CUMMINS/QSF2.8t3NA49

W43

Diesel

StageIIIA

36/2500

186/1500

4/2800

✘

✔

✔

2000-3800

YANMAR/4TNE98 

W33

Diesel

StageIIIA

42.1/2300

188.3/1700

4/3319

✘

✔

✔

2000-3800

MITSUBISHI/S4S-DPEU2

W55

Diesel

StageIIIA

35.3/2250

177/1700

4/3331

✘

✔

✔

2000-3800

ISUZU/GK-4JG2NKFC-01

W73

Diesel

StageIIIA

35.0/2450

170/1700

4/3059

✔

✘

✘

2000-3800

GCT/K25

W22

37.4/2300

176.5/1600

4/2488

✔

✔

✔

2000-3800

GCT/K21

W21

31.2/2250

143.7/1600

4/2064

✔

✔

✔

1500-1750

Gasoline
Gasoline/LPG

Gasoline
Gasoline/LPG

Ast=L6+X+Wa+a a=200mm

X Series Diesel / Gasoline / LPG Counterbalanced Forklift Trucks

Optional Engine / Transmission

1750

1.5/1.8t

LIFT HEIGHT≤3m 

2.0/2.5t

LIFT HEIGHT≤3m 

3.0~3.8t

LIFT HEIGHT≤3m (kg)

(mm)5007009001100

3800

3500

3000

2500

2000

1500

1000
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HANGCHA GROUP CO.,LTD.
CPCD15-XRW32F

Diesel

Seated

1500

500

405

1475

2720

3720/500

1300/1420

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3205

2285

1090/1485

35×100×920

Class A

1000

226-970

115

145

3640

3840

2035

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

Manufacturer 

Manufacturer's type designation

Drive: electric (battery or mains), diesel, petrol, fuel gas

Operator type: hand, pedestrian, standing, seated, order-picker

Rated capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service Weight

Axle loading, laden front/rear

Axle loading, unladen front/rear

Tyres: solid rubber, superelastic, pneumatic, polyurethane

Tyre size, front

Tyre size, rear

Wheels, number front / rear (x = driven wheels)

Tread, front

Tread, rear

Tilt of mast/fork carriage forward/backward

Height, mast lowered

Free lift

Lift

Height, mast extended

Height of overhead guard (cabin)

Seat height relating to SIP

Coupling height

Overall length

Length to face of forks

Overall width

Fork dimensions

Fork carriage DIN 15 173 --- ISO 2328, class/type A,B

Fork-carriage width

Distance between fork-arms

Ground clearance, laden, below mast

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 x 1200 crossways

Aisle width for pallets 800 x 1200  lengthways

Turning radius

Minimum pivoting  point distance

Travel speed, laden/unladen

Lift speed, laden/unladen

Lowering speed, laden/unladen

Drawbar pull, laden/unladen

Gradeability, laden/unladen

Service brake

Parking brake

Engine manufacturer/type

Engine power

Rated speed

Number of cylinders/displacement

Vehicle electrical system voltage

Battery voltage/nominal capacity

Rated torque 

Transmissions Manufacturer

Transmissions Type

Stage  FWD/RVS

Operating pressure for attachments

Oil volume for attachments

Hydraulic Tank - capacity (drain & refill)

Fuel tank capacity

Sound pressure level at the driver´s seat

1.1

1.2

1.3

1.4

1.5

1.6

1.8

1.9

2.1

2.2

2.3

3.1

3.2

3.3

3.5

3.6

3.7

4.1

4.2

4.3

4.4

4.5

4.7

4.8

4.12

4.19

4.20

4.21

4.22

4.23

4.24

4.25

4.31

4.32

4.34.1

4.34.2

4.35

4.36

5.1

5.2

5.3

5.5

5.7

5.10

7.1

7.2

7.3

7.4

7.9

7.10

10.1

10.2

10.3

10.4

10.7

CPCD18-XRW32F

Diesel

Seated

1750

500

410

1475

2880

4110/520

1290/1590

Pneumatic

6.5-10-10PR

5.00-8-10PR

2×/2

900

920

  6/12

1995

155

3000

3955

2120(2200)

1145

310

3240

2320

1090/1485

35×100×920

Class A

1000

226-970

115

145

3670

3870

2060

600

18/19

0.58/0.62

0.45/0.50

14600/10500

20/20

Hydraulic

Mechnical

YANMAR/4TNE92

31.2

2450

4/2659

12

12/90

136/1600

F (CHINA)

Powershift

1/1

145

40

50

50

85

CPCD20-XRW56F

Diesel

Seated

2000

500

460

1650

3450

4750/700

1600/1850

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3615

2545

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3930

4130

2270

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD25-XRW56F

Diesel

Seated

2500

500

460

1650

3850

5540/810

1560/2290

Pneumatic

7.00-12-12PR

6.00-9-10PR

2×/2

965

973

  6/12

1999

160

3000

4045

2120(2200)

1145

320

3680

2610

1155/1595

40×122×1070

Class A

1038

252-1020

105

150

3990

4190

2330

780

16.5/17.5

0.62/0.62

0.45/0.50

19800/12500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD30-XRW56F

Diesel

Seated

3000

500

475

1700

4380

6450/930

1700/2680

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2054

165

3000

4140

2150(2230)

1175

350

3770

2700

1225/1725

45×122×1070

Class A

1100

272-1082

130

170

4075

4275

2400

810

17.5/18.6

0.49/0.53

0.45/0.50

20800/14500

20/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD35-XRW56F

Diesel

Seated

3500

500

480

1700

4750

7200/1050

1700/3050

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3850

2780

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4120

4320

2440

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14500

18/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

CPCD38-XRW56F

Diesel

Seated

3800

500

480

1700

4950

7650/1100

1650/3300

Pneumatic

28×9-15-14PR

6.50-10-10PR

2×/2

1005

975

  6/12

2169

170

3000

4140

2150(2230)

1175

350

3880

2810

1225/1725

50×122×1070

Class A

1100

272-1082

130

170

4160

4360

2480

810

17.5/18.6

0.43/0.48

0.35/0.40

20800/14000

15/20

Hydraulic

Mechnical

34.6

2400

4/3054

12

12/90

191.5～208.5/1500

F (CHINA)

Powershift

1/1

175

60

65

65

85

Q (kg)

c (mm)

x (mm)

y (mm)

kg

kg

kg

b10 (mm)

b11 (mm)

α/β(°)

h1 (mm)

h2 (mm)

h3 (mm)

h4 (mm)

h6 (mm)

h7 (mm)

h10 (mm)

l1 (mm)

l2 (mm)

b1/b2(mm)

s/e/l (mm)

b3 (mm)

b5 (mm)

m1 (mm)

m2 (mm)

Ast (mm)

Ast (mm)

Wa (mm)

b13 (mm)

km/h

m/s

m/s

N

%

kW

r/min

(-) / (cm  )

V

V/Ah

N·m/r/min

bar

l/min

liter

liter

dB (A)

3

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

YANMAR/
4TNV94L-BXPHZ

Engine

PowershiftTransmission

Engine manufacturer/type

Manufacturer's type designation

Drive

Emission STD

Engine power

Rated torque

Number of cylinders/displacement

CHINA

F(CHINA)

OKAMURA(JAPAN)

Rated capacity/rated load

kW/r/min

N·m/r/min

ml

F

B

Q (kg)

YANMAR/4TNE92

W32

Diesel

StageIIIA

31.2/2450

136/1600

4/2659

✘

✔

✔

1500-1750

XINCHAI/4D27XG30

G71

Diesel

/

35/2500

140/1500-1800

4/2670

✔

✔

✘

1500-1750

XINCHAI/4D27XG30

W91

Diesel

UNECE Stage IIIA

34/2500

140/1600-1800

4/2670

✘

✔

✘

1500-1750

ISUZU/C240NKFC

W10

Diesel

StageIIIA

35.4/2500

139.9/1800

4/2369

✔

✔

✔

1500-3000

YANMAR/4TNV94L-BXPHZ

W56

Diesel

StageIIIA

34.6/2400

191.5-208.5/1500

4/3054

✘

✔

✔

2000-3800

XINCHAI/4D32XG30

G72

Diesel

/

45/2500

200/1500-1800

4/3168

✔

✔

✘

2000-3800

XINCHAI/C490BPG

G2

Diesel

/

45/2650

160/1800-2000

4/2670

✔

✘

✘

2000-3800

XINCHAI/4D32XG30

W92

Diesel

UNECE Stage IIIA

36.8/2500

186/1600-1800

4/3168

✘

✔

✘

2000-3800

CUMMINS/QSF2.8t3NA49

W43

Diesel

StageIIIA

36/2500

186/1500

4/2800

✘

✔

✔

2000-3800

YANMAR/4TNE98 

W33

Diesel

StageIIIA

42.1/2300

188.3/1700

4/3319

✘

✔

✔

2000-3800

MITSUBISHI/S4S-DPEU2

W55

Diesel

StageIIIA

35.3/2250

177/1700

4/3331

✘

✔

✔

2000-3800

ISUZU/GK-4JG2NKFC-01

W73

Diesel

StageIIIA

35.0/2450

170/1700

4/3059

✔

✘

✘

2000-3800

GCT/K25

W22

37.4/2300

176.5/1600

4/2488

✔

✔

✔

2000-3800

GCT/K21

W21

31.2/2250

143.7/1600

4/2064

✔

✔

✔

1500-1750

Gasoline
Gasoline/LPG

Gasoline
Gasoline/LPG

Ast=L6+X+Wa+a a=200mm

1.1 Hersteller HANGCHA GROUP CO. LTD.

1.2 Typzeichen des Herstellers CPCD15- 
XRW32F

CPQD15- 
XRW21F

CPCD18- 
XRW32F

CPQD18- 
XRW21F

CPCD20- 
XRW56F

CPQD20- 
XRW22F

CPCD25- 
XRW56F

CPQD25- 
XRW22F

CPCD30- 
XRW56F

CPQD30- 
XRW22F

CPCD35- 
XRW56F

CPQD35- 
XRW22F

CPCD38- 
XRW56F

1.3 Antrieb Diesel Treibgas Diesel Treibgas Diesel Treibgas Diesel Treibgas Diesel Treibgas Diesel Treibgas Diesel

1.4 Bedienung Hand, Geh, Stand, Sitz, 
Kommissionierer Sitz Sitz Sitz Sitz Sitz Sitz Sitz Sitz Sitz Sitz Sitz Sitz Sitz

1.5 Tragfähigkeit/Last Q (kg) 1500 1500 1750 1750 2000 2000 2500 2500 3000 3000 3500 3500 3800
1.6 Lastschwerpunktabstand c (mm) 500 500 500 500 500 500 500 500 500 500 500 500 500
1.8 Lastanstand x (mm) 405 405 410 410 460 460 460 460 475 475 480 480 480
1.9 Radstand y (mm) 1475 1475 1475 1475 1650 1650 1650 1650 1700 1700 1700 1700 1700

2.1 Eigengewicht kg 2720 2720 2880 2880 3450 3450 3850 3850 4380 4380 4750 4750 4950

2.2 Achslast mit Last vorn/hinten kg 3720/500 3720/500 4110/520 4110/520 4750/700 4750/700 5540/810 5540/810 6450/930 6450/930 7200/1050 7200/1050 7650/1100

2.3 Achslast ohne Last vorn/hinten kg 1300/1420 1300/1420 1290/1590 1290/1590 1600/1850 1600/1850 1560/2290 1560/2290 1700/2680 1700/2680 1700/3050 1700/3050 1650/3300

3.1 Bereifung Luft Luft Luft Luft Luft Luft Luft Luft Luft Luft Luft Luft Luft

3.2 Reifengröße, vorn 6.5-10-
10PR

6.5-10-
10PR

6.5-10-
10PR

6.5-10-
10PR

7.00-12-
12PR

7.00-12-
12PR

7.00-12-
12PR

7.00-12-
12PR

28×9-15-
14PR

28×9-15-
14PR

28×9-15-
14PR

28×9-15-
14PR

28×9-15-
14PR

3.3 Reifengröße, hinten 5.00-8-
10PR

5.00-8-
10PR

5.00-8-
10PR

5.00-8-
10PR

6.00-9-
10PR

6.00-9-
10PR

6.00-9-
10PR

6.00-9-
10PR

6.50-10-
10PR

6.50-10-
10PR

6.50-10-
10PR

6.50-10-
10PR

6.50-10-
10PR

3.5 Räder, Anzahl vorn/hinten 
(x = angetrieben) 2×/2 2×/2 2×/2 2×/2 2×/2 2×/2 2×/2 2×/2 2×/2 2×/2 2×/2 2×/2 2×/2

3.6 Spurweite, vorn b10 (mm) 900 900 900 900 965 965 965 965 1005 1005 1005 1005 1005
3.7 Spurweite, hinten b11 (mm) 920 920 920 920 973 973 973 973 975 975 975 975 975

4.1 Neigung Hubgerüst/Gabelträger 
vor/zurück α/β (°) 5/10 5/10 5/10 5/10 5/10 5/10 5/10 5/10 5/10 5/10 5/10 5/10 5/10

4.2 Höhe hubgerüst (eingefahren) h1 (mm) 1995 1995 1995 1995 1999 1999 1999 1999 2054 2054 2169 2169 2169
4.3 Freihub h2 (mm) 155 155 155 155 160 160 160 160 165 165 170 170 170
4.4 Hubhöhe h3 (mm) 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000 3000
4.5 Höhe Hubgerüst ausgefahren h4 (mm) 3955 3955 3955 3955 4045 4045 4045 4045 4140 4140 4140 4140 4140
4.7 Höhe Schutzdach Standard h6 (mm) 2120 (2200) 2120 (2200) 2120 (2200) 2120 (2200) 2120 (2200) 2120 (2200) 2120 (2200) 2120 (2200) 2150 (2230) 2150 (2230) 2150 (2230) 2150 (2230) 2150 (2230)
4.8 Sitzhöhe h7 (mm) 1145 1145 1145 1145 1145 1145 1145 1145 1175 1175 1175 1175 1175

4.12 Kupplungshöhe h10 (mm) 310 310 310 310 320 320 320 320 350 350 350 350 350
4.19 Gesamtlänge l1 (mm) 3205 3205 3240 3240 3615 3615 3680 3680 3770 3770 3850 3850 3880
4.20 Länge einschl. Gabelrücken l2 (mm) 2285 2285 2320 2320 2545 2545 2610 2610 2700 2700 2780 2780 2810
4.21 Gesamtbreite b1/b2 (mm) 1090/1485 1090/1485 1090/1485 1090/1485 1155/1595 1155/1595 1155/1595 1155/1595 1225/1725 1225/1725 1225/1725 1225/1725 1225/1725

4.22 Gabelzinkenmaße s/e/l (mm) 35×100× 
920

35×100× 
920

35×100× 
920

35×100× 
920

40×122× 
1070

40×122× 
1070

40×122× 
1070

40×122× 
1070

45×122× 
1070

45×122× 
1070

50×122× 
1070

50×122× 
1070

50×122× 
1070

4.23 Gabelträger ISO 2328, Klasse/
Typ A,B

ISO2328 
2A

ISO2328 
2A

ISO2328 
2A

ISO2328 
2A

ISO2328 
2A

ISO2328 
2A

ISO2328 
2A

ISO2328 
2A

ISO2328 
3A

ISO2328 
3A

ISO2328 
3A

ISO2328 
3A

ISO2328 
3A

4.24 Gabelträgerbreite b3 (mm) 1000 1000 1000 1000 1038 1038 1038 1038 1100 1100 1100 1100 1100
4.25 Gabelaußenabstand b5 (mm) 226-970 226-970 226-970 226-970 252-1020 252-1020 252-1020 252-1020 272-1082 272-1082 272-1082 272-1082 272-1082

4.31 Bodenfreiheit mit Last unter 
Hubgerüst m1 (mm) 115 115 115 115 105 105 105 105 130 130 130 130 130

4.32 Bodenfreiheit Mitte Radstand m2 (mm) 145 145 145 145 150 150 150 150 170 170 170 170 170

4.34.1 Arbeitsgangbreite bei Palette 
1000x1200 quer Ast (mm) 3640 3640 3670 3670 3930 3930 3990 3990 4075 4075 4120 4120 4160

4.34.2 Arbeitsgangbreite bei Palette 
800x1200 längs Ast (mm) 3840 3840 3870 3870 4130 4130 4190 4190 4275 4275 4320 4320 4360

4.35 Wenderadius Wa (mm) 2035 2035 2060 2060 2270 2270 2330 2330 2400 2400 2440 2440 2480
4.36 Kleinster Drehpunktabstand b13 (mm) 600 600 600 600 780 780 780 780 810 810 810 810 810
5.1 Fahrgeschwindigkeit mit/ohne Last km/h 18/19 18/19 18/19 18/19 16.5/17.5 16.5/17.5 16.5/17.5 16.5/17.5 17.5/18.6 17.5/18.6 17.5/18.6 17.5/18.6 17.5/18.6
5.2 Hubgeschwindigkeit mit/ohne Last m/s 0.58/0.62 0.58/0.62 0.58/0.62 0.58/0.62 0.62/0.62 0.62/0.62 0.62/0.62 0.62/0.62 0.49/0.53 0.49/0.53 0.43/0.48 0.43/0.48 0.43/0.48
5.3 Senkgeschwindigkeit mit/ohne Last m/s 0.45/0.50 0.45/0.50 0.45/0.50 0.45/0.50 0.45/0.50 0.45/0.50 0.45/0.50 0.45/0.50 0.45/0.50 0.45/0.50 0.35/0.40 0.35/0.40 0.35/0.40

5.5 Zugkraft mit/ohne Last N 14600/ 
10500

14600/ 
10500

14600/ 
10500

14600/ 
10500

19800/ 
12500

19800/ 
12500

19800/ 
12500

19800/ 
12500

20800/ 
14500

20800/ 
14500

20800/ 
14500

20800/ 
14500

20800/ 
14000

5.7 Steigfähigkeit mit/ohne Last % 20/20 20/20 20/20 20/20 20/20 20/20 20/20 20/20 20/20 20/20 18/20 18/20 15/20
5.10 Betriebsbremse hydraulisch hydraulisch hydraulisch hydraulisch hydraulisch hydraulisch hydraulisch hydraulisch hydraulisch hydraulisch hydraulisch hydraulisch hydraulisch
5.11 Feststellbremse mechanisch mechanisch mechanisch mechanisch mechanisch mechanisch mechanisch mechanisch mechanisch mechanisch mechanisch mechanisch mechanisch

7.1 Motorhersteller/Typ W91/HC K21/GCT 
NISSAN W91 K21/GCT 

NISSAN W92 K25/GCT 
NISSAN W92 K25/GCT 

NISSAN W92 K25/GCT 
NISSAN W92 K25/GCT 

NISSAN W92

7.2 Motorleistung kW 34 31,5 34 31,5 36,8 38 36,8 38 36,8 38 36,8 38 36,8
7.3 Nenndrehzahl r/min 2500 2300 2500 2300 2500 2400 2500 2400 2500 2400 2500 2400 2500
7.4 Anzahl Zylinder/Hubraum (-) / (cm3) 4/2670 4/2065 4/2670 4/2065 4/3168 4/2488 4/3168 4/2488 4/3168 4/2488 4/3168 4/2488 4/3168
7.9 Bordnetzspannung V 12 12 12 12 12 12 12 12 12 12 12 12 12

7.10 Kapazität Starterbatterie AH 90 70 90 70 90 70 90 70 90 70 90 70 90

max. Drehmoment N·m/r/min 140/1600- 
1800 144/1600 140/1600- 

1800 144/1600 186/1600- 
1800 185/1600 186/1600- 

1800 185/1600 186/1600- 
1800 185/1600 186/1600- 

1800 185/1600 186/1600- 
1800

Bauart Getriebe Powershift Powershift Powershift Powershift Powershift Powershift Powershift Powershift Powershift Powershift Powershift Powershift Powershift
Fahrstufen vor/rück 1/1 1/1 1/1 1/1 1/1 1/1 1/1 1/1 1/1 1/1 1/1 1/1 1/1

10.1 Arbeitsdruck für Anbaugeräte bar 145 145 145 145 175 175 175 175 175 175 175 175 175
10.2 Ölstrom für Anbaugeräte l/min 40 40 40 40 60 60 60 60 60 60 60 60 60
10.3 Hydrauliktank Volumen Liter 50 50 50 50 65 65 65 65 65 65 65 65 65
10.4 Treibstofftank Volumen Liter 50 50 65 65 65 65 65

10.7 Schalldruckpegel nach EN 12053, 
Fahrerohr dB (A) 85 85 85 85 85 85 85 85 85 85 85 85 85

X Serie Diesel- und Treibgas-Gabelstapler Datenblatt
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X-Serie CPCD/CPQD 15/18 Hubgerüsttabelle

Typ Model
Hubhöhe 

h3

Bauhöhe Hubgerüst Freihub h2
Lastabstand 

(x-Maß)

Neigung-
swinkel Tragfähigkeit

abgesenkt 
h1

angehoben angehoben α/β (°) 
vorwärts/
rückwärts

Lastschwerpunkt 500 mm
ohne Last- 

schutzgitter
mit Last- 

schutzgitter
ohne Last- 

schutzgitter
mit Last- 

schutzgitter
Einfachbereifung Zwillingsbereifung

1.5 t 1.75 t 1.5 t 1.75 t 1.5 t 1.75 t
mm mm mm mm mm mm mm mm Grad kg kg kg kg

XR15/18M200 2000 1495 2658 2955 155 155 405 410 6/6 1500 1750 1500 1750
XR15/18M250 2500 1745 3158 3455 155 155 405 410 6/12 1500 1750 1500 1750
XR15/18M270 2700 1845 3358 3655 155 155 405 410 6/12 1500 1750 1500 1750
XR15/18M300 3000 1995 3658 3955 155 155 405 410 6/12 1500 1750 1500 1750
XR15/18M330 3300 2145 3958 4255 155 155 405 410 6/12 1500 1750 1500 1750
XR15/18M360 3600 2345 4258 4555 155 155 405 410 6/12 1500 1750 1500 1750
XR15/18M400 4000 2595 4658 4955 155 155 405 410 6/12 1400 1650 1500 1750
XR15/18M430 4300 2745 4958 5255 155 155 405 410 6/6 1300 1550 1400 1650
XR15/18M450 4500 2845 5158 5455 155 155 405 410 6/6 1250 1450 1350 1550
XR15/18M480 4800 2995 5458 5755 155 155 405 410 6/6 1100 1250 1200 1350
XR15/18M500 5000 3095 5658 5955 155 155 405 410 6/6 1050 1150 1150 1250
XR15/18U250 2500 1760 3445 3184 1076 815 428 433 6/12 1500 1750 1500 1750
XR15/18U270 2700 1860 3645 3384 1176 915 428 433 6/12 1500 1750 1500 1750
XR15/18U300 3000 2010 3945 3684 1326 1065 428 433 6/12 1500 1750 1500 1750
XR15/18U330 3300 2160 4245 3984 1476 1215 428 433 6/12 1500 1750 1500 1750
XR15/18U360 3600 2310 4545 4284 1626 1365 428 433 6/12 1500 1750 1500 1750
XR15/18U400 4000 2560 4945 4684 1876 1615 428 433 6/12 1400 1650 1500 1750
XR15/18N400 4000 1960 4694 4955 1276 1015 428 433 6/6 1300 1550 1400 1650
XR15/18N430 4300 2060 4994 5255 1376 1115 445 450 6/6 1250 1450 1350 1550
XR15/18N450 4500 2110 5194 5455 1426 1165 445 450 6/6 1200 1350 1300 1450
XR15/18N480 4800 2260 5494 5755 1576 1315 445 450 6/6 1100 1250 1200 1350
XR15/18N500 5000 2360 5694 5955 1676 1415 445 450 6/6 1050 1150 1150 1250
XR15/18N550 5500 2560 6194 6455 1876 1615 445 450 3/6 / / 950 1050
XR15/18N600 6000 2810 6694 6955 2126 1865 445 450 3/6 / / 750 850
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X-Serie CPCD/CPQD 20/25 Hubgerüsttabelle

Typ Modell
Hubhöhe 

h3

Bauhöhe Hubgerüst Freihub h2
Lastanstand 

(x-Maß)

Neigung-
swinkel Tragfähigkeit

abgesenkt 
h1

angehoben angehoben α/β (°) 
vorwärts/
rückwärts

Lastschwerpunkt 500mm
ohne Last- 

schutzgitter
mit Last- 

schutzgitter
ohne Last- 

schutzgitter
mit Last- 

schutzgitter
Einfachbereifung Zwillingsbereifung

2.0 t 2.5 t 2.0 t 2.5 t
mm mm mm mm mm mm mm Grad kg kg kg kg

XR25M250 2500 1749 3207 3546 160 160 460 6/12 2000 2500 2000 2500
XR25M270 2700 1849 3407 3746 160 160 460 6/12 2000 2500 2000 2500
XR25M300 3000 1999 3707 4046 160 160 460 6/12 2000 2500 2000 2500
XR25M330 3300 2149 4007 4346 160 160 460 6/12 2000 2500 2000 2500
XR25M360 3600 2349 4307 4646 160 160 460 6/12 2000 2500 2000 2500
XR25M400 4000 2599 4707 5046 160 160 460 6/12 1900 2300 2000 2500
XR25M430 4300 2749 5007 5346 160 160 460 6/6 1800 2100 1950 2450
XR25M450 4500 2849 5207 5546 160 160 460 6/6 1700 2000 1900 2400
XR25M480 4800 2999 5507 5846 160 160 460 6/6 1500 1700 1700 2100
XR25M500 5000 3099 5707 6046 160 160 460 6/6 1400 1600 1600 2500
XR25M550 5500 3349 6207 6546 160 160 460 3/6 1050 1200 1500 1800
XR25M600 6000 3599 6707 7046 160 160 460 3/6 700 800 1400 1600
XR25U250 2500 1764 3179 3546 1025 619 470,5 6/12 2000 2500 2000 2500
XR25U270 2700 1864 3379 3746 1125 719 470,5 6/12 2000 2500 2000 2500
XR25U300 3000 2014 3679 4046 1275 869 470,5 6/12 2000 2500 2000 2500
XR25U330 3300 2164 3979 4346 1425 1019 470,5 6/12 2000 2500 2000 2500
XR25U360 3600 2314 4279 4646 1575 1169 470,5 6/12 2000 2500 2000 2500
XR25U400 4000 2564 4679 5046 1825 1419 470,5 6/12 1900 2300 2000 2500
XR25N400 4000 1964 4739 5046 1285 918 477,5 6/6 1800 2100 1950 2450
XR25N430 4300 2064 5039 5346 1385 1018 477,5 6/6 1700 2000 1900 2400
XR25N450 4500 2114 5239 5546 1435 1068 477,5 6/6 1600 1900 1800 2300
XR25N480 4800 2264 5539 5846 1585 1218 477,5 6/6 1500 1700 1700 2100
XR25N500 5000 2364 5739 6046 1685 1318 477,5 6/6 1400 1600 1600 2000
XR25N550 5500 2564 6239 6546 1885 1518 477,5 3/6 1050 1200 1500 1800
XR25N600 6000 2814 6739 7046 2135 1768 477,5 3/6 700 800 1400 1600
XR25N650 6500 3014 7239 7546 2335 1968 477,5 3/6 / / 1450 1300
XR25N700 7000 3264 7764 8046 2500 2218 477,5 3/6 / / 1300 1200
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X-Serie CPCD/CPQD 30/35/38 Hubgerüsttabelle

Typ Modell

Hub-
höhe 

h3

Bauhöhe Hubgerüst Freihub h2
Lastabstand 

(x-Maß)

Neigungs- 
winkel Tragfähigkeit

abgesenkt h1
angehoben ohne  

Lastschutzgitter
mit  

Lastschutzgitter
α/β (°) 

vorwärts/
rückwärts

Lastschwerpunkt 500mm
ohne  

Lastschutzgitter
mit Last-

schutzgitter Einfachbereifung Zwillingsbereifung

3t 3.5t/3.8t 3t 3.5t/3.8t 3t/3.5t/3.8t 3t 3.5t/3.8t 3t 3.5t/3.8t 3t 3.5t/3.8t 3 t 3.5 t 3.8 t 3 t 3.5 t 3.8 t
mm mm mm mm mm mm mm mm mm mm mm mm Grad kg kg kg kg kg kg

XR30/35M250 2500 1804 1919 3267 3342 3645 165 170 165 170 475 480 6/12 3000 3500 3800 3000 3500 3800
XR30/35M270 2700 1904 2019 3467 3542 3845 165 170 165 170 475 480 6/12 3000 3500 3800 3000 3500 3800
XR30/35M300 3000 2054 2169 3767 3842 4145 165 170 165 170 475 480 6/12 3000 3500 3800 3000 3500 3800
XR30/35M330 3300 2204 2319 4067 4142 4445 165 170 165 170 475 480 6/12 3000 3500 3800 3000 3500 3800
XR30/35M360 3600 2404 2469 4367 4442 4745 165 170 165 170 475 480 6/12 3000 3500 3800 3000 3500 3800
XR30/35M400 4000 2654 2769 4767 4842 5145 165 170 165 170 475 480 6/12 2850 3250 3550 3000 3500 3700
XR30/35M430 4300 2804 2919 5067 5142 5445 165 170 165 170 475 480 6/6 2700 3000 3200 2900 3400 3600
XR30/35M450 4500 2904 3019 5267 5342 5645 165 170 165 170 475 480 6/6 2550 2850 3100 2850 3350 3550
XR30/35M480 4800 3054 3169 5567 5642 5945 165 170 165 170 475 480 6/6 2250 2450 2800 2550 2950 3150
XR30/35M500 5000 3154 3269 5767 5842 6145 165 170 165 170 475 480 6/6 2100 2300 2600 2400 2800 3100
XR30/35M550 5500 3404 3519 6267 6342 6645 165 170 165 170 475 480 3/6 1650 1800 2050 2250 2550 2800
XR30/35M600 6000 3654 3769 6767 6842 7145 165 170 165 170 475 480 3/6 1200 1300 1550 2100 2300 2550
XR30/35U250 2500 1834 1934 3316 3391 3645 1018 1043 689 789 485,5 490,5 6/12 3000 3500 3800 3000 3500 3800
XR30/35U270 2700 1934 2034 3516 3591 3845 1118 1143 789 889 485,5 490,5 6/12 3000 3500 3800 3000 3500 3800
XR30/35U300 3000 2084 2184 3816 3891 4145 1268 1293 939 1039 485,5 490,5 6/12 3000 3500 3800 3000 3500 3800
XR30/35U330 3300 2234 2334 4116 4191 4445 1418 1443 1089 1189 485,5 490,5 6/12 3000 3500 3800 3000 3500 3800
XR30/35U360 3600 2384 2484 4416 4491 4745 1568 1593 1239 1339 485,5 490,5 6/12 3000 3500 3800 3000 3500 3800
XR30/35U400 4000 2634 2734 4816 4891 5145 1818 1843 1489 1589 485,5 490,5 6/12 2850 3250 3550 3000 3500 3700
XR30/35N400 4000 2019 2069 4816 4891 5145 1188 1178 874 924 492,5 497,5 6/6 2700 3000 3200 2900 3400 3600
XR30/35N430 4300 2119 2169 5116 5191 5445 1288 1278 974 1024 492,5 497,5 6/6 2550 2850 3200 2850 3350 3600
XR30/35N450 4500 2169 2219 5316 5391 5645 1288 1328 1024 1074 492,5 497,5 6/6 2400 2700 3100 2700 3200 3550
XR30/35N480 4800 2319 2369 5616 5691 5945 1488 1478 1174 1224 492,5 497,5 6/6 2250 2450 2800 2550 2950 3150
XR30/35N500 5000 2419 2469 5816 5891 6145 1588 1578 1274 1324 492,5 497,5 6/6 2100 2300 2600 2400 2800 3100
XR30/35N550 5500 2619 2669 6316 6391 6645 1788 1778 1474 1524 492,5 497,5 3/6 1650 1800 2050 2250 2550 2800
XR30/35N600 6000 2869 2919 6816 6891 7145 2088 2028 1724 1774 492,5 497,5 3/6 1200 1300 1550 2100 2300 2550
XR30/35N650 6500 3069 3169 7316 7391 7645 2288 2278 1924 2024 492,5 497,5 3/6 / / / 1950 2050 2300
XR30/35N700 7000 3319 3419 7819 7919 8145 2688 2500 2174 2274 492,5 497,5 3/6 / / / 1800 1850 2050
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Die Hangcha Group gehört zu den führenden Flurförderzeug-Herstellern und ist Anbieter für weltweite Intralogistiklösungen. 

In Zusammenarbeit mit dem deutschen Distributor BHT GmbH und einem deutschlandweiten Händlernetz ist eine umfassende  

Betreuung der Geräte und Kunden in Deutschland sichergestellt.

• 3. und 4. Steuerventil

• 5. Steuerventil mit 3. Zusatzhydraulik

• Zusatzhydraulik einfach und zweifach

• Standard Vollfreisicht-Hubgerüste

• Duplex Vollfreihub-Hubgerüste

• Triplex Vollfreihub-Hubgerüste

• Triplex Vollfreihub-Hubgerüste 

• Integrierte Seitenschieber

• Vorbauseitenschieber

• Breites Angebot an Anbaugeräten für Ihre Anforderungen

• Spezielle Gabelträger und Lastschutzgitter

• SE-Bereifung

• SE-Bereifung „no-marking“

• Zwillingsbereifung

• Dieselpartikelfilter

• Doppelflaschensysteme 

• Modulare Kabinensystem

• Kabinenheizung

• Klimaanlage

• Zugangssysteme

• StVZo Ausrüst

Optionsausstattung

•  HC Dieselmotor mit elektronischer Bosch Commonrail- 

einspritzung

• Nissan K21 / K25 Treibgasmotor mit Imco Gasanlage

• Entkoppelter Antriebsstrang ( full floating)

•  Kombiinstrument inkl. Betriebsstundenzähler und vielfältigen 

Warn- und Kontrollanzeigen

• Fahrerschutzdach mit Regenschutzabdeckung

• 12V Bordnetz mit wartungsfreier Starterbatterie

• 2 Steuerventile

• Ergonomische Hydraulikbedienhebel

• Vollgefederter Fahrerkomfortsitz

• Komplette LED Beleuchtungsanlage

• Bluelight für Rückwärtsfahrt

• Rückspiegel

• Sicherheitssignal bei Rückwärtsfahrt

• OPS-Sicherheitssystem

• Sicherheit Not-Aus Schalter

• rutschhemmende Bodenmatte

• Gasdruckdämpfer für Motorhaube

• einstellbare Lenksäule

• Standard Vollfreisicht-Hubgerüst 3000 mm

• Lastschutzgitter

• Gabelzinken ISO 2A / 3A

Standardausstattung
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Burger Hub- und Transportmittel GmbH

Junostr. 30 / 35745 Herborn-Burg 

Tel.: +49 (0)2772 9657-0

Fax: +49 (0)2772 9657-22

E-Mail: kontakt@bhtgmbh.de

DISTRIBUTOR DEUTSCHLAND IHR HANGCHA FACHHÄNDLER


